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Technologie far die Entfernung, Optimale Glasdicke durch Ubermittlung

IOT Endless Office Occupational Designauswahl: der Glasform, der FassungsgréBe und

—von 0,4 m bis 1,3 m — Design 1.3 der Zentrierdaten.

Herstellungsverfahren —von 0,4 m bis 2,0 m — Design 2.0 ggnmen?\glact)lrrgg:;%ésrttdas Glas um

Ruckseitige degressive Gleitsichtflache —von 0,4 m bis 4,0 m — Design 4.0 ’ ’
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Markierungen

auf den Glasern MATERIALIEN

POL Markengravur OPERATIVE Fernzentrierkreuz 150 CR-39 1
Em— Gravuren Temporal 153 Trivex 2
Stempel Progressionslange 1.59 Poly 4
40 - Operative 4.0 1.60 HighIndex 5
Produktbezeichnung 1.60 Tribrid 6
) OP—Operative 2.0 1.67 HighIndex 7
Zentrier Gravur / 9
el gen ——— 174Highindex 8
Aditieyremperal Nahmesskreis
L zur Kontrolle
EesilEeklion der Nahmesswerte
Temporal
Variable Inset
Prismenmesspunt
VEREDELUNGEN
Farblos w Transitions GEN 8 Saphir F Nupolar Grau S
Remuve 400 H Transitions GEN 8 Amethyst M Nupolar Grau Light L
Remuve 420 R Transitions GEN 8 Bernstein A Nupolar Grin E
Remuve 420 Photomatic Braun O Transitions GEN 8 Smaragdgriin E Transitions XTRActive Polarisierend Grau X
Remuve 420 Photomatic Grau V] Transitions XTRActive Braun C DriveWear D
Transitions GEN 8 Braun z Transitions XTRActive Grau L
Transitions GEN 8 Grau N Transitions XTRActive Grin K
Transitions GEN 8 Griin \Y Nupolar Braun B



